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NORMAN  
(A  TRIBUTE T O  NORMAN MC LAREN) 

Technical Rider 
(Last updated August 30, 2010) 

(Please make sure that you have the latest update.) 
 
GENERAL REQUIREMENTS 
 
PLANNING 
The PR E S E N T E R  must supply the following: 

- theatre’s plans (imperial or metric; and/or .dwg or .mcd files)  
- detailed ground plan (with seating) 
- section view (with seating) 

- technical information package of the venue 
 
Upon receipt of the above-mentioned documents, LE M IE U X  PIL O N  4D AR T  will supply within a reasonable delay a study to 
confirm the following:  

- technical feasibility of the project (preliminary plan)  
- audience sightlines and restrictions  
- technical set-up schedule (2 days or 3 days plan)  
  - 2 days (performance on the evening of the second day) 
  - 3 days (performance on the evening of the third day) 

 
MINIMAL STAGE REQUIR EMENTS  
Although ideal in a Proscenium stage theatre, NORMAN  can be presented in various types of theatres. The proposed venue 
must offer the following minimal dimensions: 
 

WIDTH:  proscenium arch  32' (9.75 m) 
 stage (plateau) 44'  (13.50 m) 
DEPTH:  (from fire curtain to last hanging position)  34' (10.40 m) 
 
FREE HEIGHT:      21'  (6.40 m) 

 
TECHNICAL REQUIREMENTS  

Unless specifically mentioned supplied by LE M IE U X  PIL O N  4D AR T , the following technical equipme nt will be supplied 
by the PR E S E N T E R : 
 
1- STAGE EQUIPMENT 
 

Equipment supplied by Presenter 
 

Risers (see plan Ð Annexe A and Annexe B) 
The technical set-up of NORMAN  requires the construction of two raised stages (height to be confirmed according 
to each venue), composed of standard stage platforms (contours of aluminium and resistant plywood) and supplied 
by the PR E S E N T E R . 

1st playing area (Upstage)  24' x 40'  (7.30 m x 12 m) 
2nd playing area (Downstage)  12' x 40'  (3.70 m x 12 m) 

Soft Goods  
5 black velour borders, minimal width: 40'  (12 m)  
5 pairs of black velour legs  
1 black curtain on a traveller, central opening, minimal width: 34Õ  (10.40 m)  

 
Equipment supplied by LE M IE U X  PIL O N  4D AR T  

 
Motors*  
2  motorized chain blocks (hoists): !  ton, to be rigged inverted to theatreÕs grid 
 
* The PR E S E N T E R  will hire the proper professional personnel for the rigging of these two motors 

according to  LE M IE U X  PIL O N  4D AR T  plan. 
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2- ELECTRICITY  
1  electric output: 200 AMP 120/208V AC, three -phase,  with Ground and Neutral, on stage, for electric distro 
 supplied by LE M IE U X  PIL O N  4D AR T. 
 NOTE: If voltage is different (ex.: Europe), the Presenter  will supply a transformer. 
 

3- LIGHTING  (see plan - Annexe C and Annexe D) 
IDEALLY CLOSE TO SOUND AND PROJECTION MIXING POSITION, IT CAN BE IN A CONTROL ROOM IF IT OFFERS A 
CLEAR, UNOBSTRUCTED VIEW OF THE STAGE, ACCORDING TO THE NORMAN  SET-UP. 

 
Equipment supplied by LE M IE U X  PIL O N  4D AR T 

 

7   Clay Paky Alpha moving lights working only on 220 V, with L6 -15 A connectors  
1   lighting board ÔÔStrand 520iÓ 
 

Equipment supplied by Presenter  
 

Dimmers and Circuits   
72 2.4 kW dimmers, control with DMX 512 PROTOCOL   (24 overhead, 12 FOH, 36 floor)  

 
Lighting Instruments and Accessories 
14 profiles/Leko 25¡ -50¡ 
41 profiles/Leko 15°-30¡ 
20  Fresnel or PC 1K, with barn doors 
  4  Fresnel or PC 2K, with barn doors 
  8 floor-bases for profiles/Leko  
12     side booms, straight pipe type, or cage type  
  3 Drop Iris for profiles/Leko  
 + all frames and safety cords for house instruments 
  1 17 inches SVGA monitor 

 
 4- PROJECTIONS  

VIDEO CONTROL POSITION MUST BE IN THE AUDIENCE, CENTRE BACK OF THE THEATREÕS SEATING FOR 
CAMERA POSITIONING AND MANIPULATION REQUIREMENTS.  
  
The zone requires: 

  1   area, 4Õ by 8Õ (1.20 m by 2.50 m) with table 
  3   circuits 110-120 V / 15 A or 2 circuits 110-120 V/ 20 A 

 +  adequate transformers and adapters if the standards of electricity are different 
 

LE M IE U X  PIL O N  4D AR T  is supplying all necessary projection equipment 
 

5- SOUND 
SOUND MIXING POSITION MUST BE IN THE AUDIENCE, BACK OF THE THEATRE’S SEATING, LEFT OR RIGHT OF 
VIDEO CONTROL CENTRAL POSITION.  
If separated by more than 10 feet (3.5m), the following addition must be supplied by the PR E S E N T E R:  

  1  12 pairs snake, Jack ¼ to Jack ¼ TRS (length depends on distance). 
 

Equipment supplied by LE M IE U X  PIL O N  4D AR T  
  1  digital console Yamaha 02R V2 
  2  wireless units (Sennheiser Series EW 500) that can work on two (2) of the following sixteen (16) frequencies:

  
 740,100 740,600 741,200 741,900 742,700 743,600 744,600 745,800  
 747,400 747,800 750,700 753,200 757,600 759,900 763,600 768,400 

 
Equipment supplied by PR E S E N T E R 

PA 
Loudspeakers should be 3 to 5 -way and should be able to reproduce 106 db of 20 Hz Ð 20 kHz undistorted, phase 

coherent sound at the mix position .  
 
The Sound System should consist of a Left-right, Centre Cluster (able to provide a uniform coverage of the seating 
area of the theatre) and Sub-Woofers. 

  
  2 full range speakers for a surround sound are also required (four, if there is a balcony in th e theatre). 

 
Stage  

  2 full range loudspeakers, frequency 20Hz-20 KHz on stands (stage left and right) 
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  2  separate mixes, stage left and right  
 

FOH 
  8  Channels of 1/3 octave, 31 band Graphic Equalizer (ex: Klark-Teknik DN 360) for the 02R:  

Left/Right, Centre Cluster, Subwoofers, Left/Right Surround Speakers, Stage Monitors.  
 
Microphones and Cables  
  2  Shure SM58 
  4  microphone stands (2 table stands)  
  1  snake between FOH and the stage 
  + assortment of cables and adapters 
 
Communication System 
  4  hard-wired stations of Clear-Com and 4 wireless. 

LOGISTICS / COORDINATION 
The following requests and points of information are made in order to reach a maximal artistic impact in respect of the 
venueÕs possibilities and prerogatives. For example, specific schedules and personnel calls will be established in 
collaboration with the technical direction of each theatre.   
 
1- TOURING COMPANY  

The touring company is composed of the following: 
  2 artistic directors 
  1  performer 
  1 production manager  

1  technical director  
1  tour manager 
1 assistant technical director  
1  stage manager 
1  lighting operator  
1  projectionist/ programmer  
1  sound engineer 
1          agent 
12 TOTAL 

 
2- BASIC SCHEDULE AND STAFF 

The following 3-day schedule serves as a reference.  
 
All personnel calls below include heads of staff.  
 
Day 1 - 12 hours  
(3 shifts of 4 hours) Technical set-up    4  electrics 
        1  sound 
        1  projection assistant 
        7  stagehands 
        1 fly man or head rigger 
 
 
 
Day 2 -12 hours   
(2 shifts of 4 hours) Technical set-up    4  electrics    

        1  sound 
        1  projection assistant  
        4 stagehands 
        1 fly man or head rigger 
 
 (1 shift of 4 hours) Tests/Intensities/Rehearsal show crew*    
 
Day 3  - 8 hours + show  
(1 shift of 4 hours)  Technical/artistic option   to be confirmed 
(1 shift of 4 hours)  Rehearsal    show crew*  
 Show call   Performance (length 1 ½ hours)  show crew* 
   
Take down and load out**  (1 shift of 4 hours) same as Day 1   
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* There are no fly movements during the performance. A stagehand from the theatre crew is required for set 
manipulations and curtain movements. 

** Take down and load out usually occurs immediately after the last performance.  
***  When crew chiefs are not able to communicate in eith er english or french, an interpret (translator) will be 

required at all times. 
 

3- LOAD IN / TAKE OUT 
Under the supervision of LE M IE U X  PIL O N  4D AR T ‘s personnel, 4 stagehands (roadies) are required for load in and take 
out. In the case that the theatre’s loading dock cannot accommodate a 53' (16.5 m) trailer or container with tractor, the 
PR E S E N T E R  will provide all necessary machinery and additional personnel necessary to load and unload LE M IE U X  
PIL O N  4D AR T Õs equipment. 
 

4- RESTRICTED AREAS 
The stage, backstage and house areas are to be restricted to personnel directly involved on the show during set-up, 
performances and teardown.  Visitors and personnel non -directly involved on the show are not allowed in those areas 
without permission by the LE M IE U X  PIL O N  4D AR T  staff.  Moreover, in order to maintain confidentiality regarding 
technical aspects of NORMAN, working personnel will be required to sign a non -disclosure agreement. 

 
5- BLACKOUT  

During performance, pitch black is required backstage, on stage and in the house.  Only lighting equipment controlled by 

LE M IE U X  PIL O N  4D AR T  will then be allowed. 
 

6- DRESSING ROOMS / PRODUCTION OFFICE / FA CILITIES 
1 heated dressing room furnished with mirrors, washroom and shower with hot water, soap and towels  
1  production office (can be a dressing room) with a phone and high-speed Internet access  
+ accessible facilities for washing and drying of the costumes  

 
7- REHEARSAL SPACE 

1  rehearsal space minimum 20' x 20' (6 m x 6 m) is required for performer on Day 1 and Day 2 of installation, 
furnished with small sound system (CD playback), for a period of 3 hours at a time.  

 
8- CATERING  

This list serves as example. 
At all times (set-up, performances, tear down):   juice, milk 

       soft drinks  
mineral water (sparkling & non-sparkling)  
coffee, tea  
 

For the performances:      fresh vegetables & fruit  
cheese/deli platter  
sandwiches 
chocolate and sweets  
ice for backstage  

 
9- FIRE REGULATIONS 

If the stage has a depth of less than 34' (10.4 m) between fire curtain and last hanging position) it may become 
impossible to use the fire curtain after setting up the show because of scenery position.  Please be advised that the 
technical feasibility of the show could be jeopardize d if house policy or local fire regulations requires the fire curtain to be 
operational at all time. Furthermore, NORMAN  requires the use of a projection screen that is not fire resistant.  

 
10- SEATING / SIGHT LIN ES 

Please be advised that due to the techni cal nature of the show, seating visibility may be restricted.  The production office 
will do its outmost to clarify each particular situation and insists on the importance of receiving the technical rider 
and full plans of each venue as soon as discussions  are under way.  

 
11- SEATS / FIRST ROWS 

Because of the technical requirements of this show, the seats located in the first five rows are not the best place to fully 
appreciate the production. We strongly suggest taking that under consideration when the time will come to put the 
tickets on sale. The price of the first five rows should be cheaper than the others.  
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_____________________________________________________________ 
For more technical information regarding the production, please contact:  
 
Normand Vin cent  - Production Manager and/or 
Michel Daudelin - Technical Director         
         
LE M IE U X  PIL O N  4D AR T      Mailing address:  
Tel.:  (514) 284-5005      LE M IE U X  PIL O N  4D AR T    
Fax:  (514) 284-5022     4123, rue Drolet    
Email: normand@4dart.com      Montreal, Quebec 
 daudelin@4dart.com      H1W 2L5 Canada 

 


